
NURIEL

Technical Specifications

Composition: 68% POLYESTER, 22% MAC, 10% COTTON

Width: 140 cm. UNE 400335

Weight m2: 482 gr/m2

Tensile strenght: > 20N (BS 4303) - > 3 (DIN 53859-5)

Tear strenght: > 350N (ISO 13934-1)

Tear displacement: < 4 (BS 3320) - < 6 (DIN 53868)

Abrasion resistance: 60000 cycles UNE EN ISO 12947

Pilling resitance: 5 no pilling (ISO DIS 12945-2)

Dye resistance to rubbing: 4-5 Good (ISO 105-X12)

Dye resistance to light: 4-5 Good (ISO 105-B02)



NURIEL 10 NURIEL 248 NURIEL 271 NURIEL 28

NURIEL 30 NURIEL 300 NURIEL 305 NURIEL 309

NURIEL 314 NURIEL 32 NURIEL 321 NURIEL 325

NURIEL 336 NURIEL 341 NURIEL 342 NURIEL 347

NURIEL 348 NURIEL 349 NURIEL 395 NURIEL 407

NURIEL 51 NURIEL 56 NURIEL 60 NURIEL 700

NURIEL 710 NURIEL 732 NURIEL 740 NURIEL 795

NURIEL 90 NURIEL 999




